
 
 
 

MODEL LRO LOBSTER TANK SPECIFICATIONS 
 
 
Filtration System 
 
The Oceanariums advanced filtration system is low maintenance biological filter system comprising. 
 
1. A mechanical pre-filter positioned above the tank floor. 

 
a. Capable of removal and cleaning without draining the tank. 
 
b. The pad also acts as a primary bacterial deposit site. 

 
2. A multi stage mechanical and chemical filter comprised of filter pads and activated carbon.  

 
a. Both the pads and carbon bags are capable of removal and cleaning/replacement without 

disturbing the stock or shutting down the system. 
 
3. A high surface area biological filter included within the sump. 

 
a. The sump tank contains 0.5 ft3 of bio balls. 

 
4. An ozonizer to oxidize toxic waste materials including ammonia and organic waste. 
 
5. A protein skimmer / foam fractionator which removes dissolved organic waste and protein. 
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Pump System 
 
Oceanariums Lobster tanks use a proven high capacity low maintenance HP magnetic drive pump. 
 

• Flow rate : over 1200 GPM  
 
• Power requirement: 115 Volt single phase, 60 Hz, 2.4 Amps 

 
 
 
Refrigeration System 
 
Oceanariums use a Chiller capable of reducing the tank temperature from ambient to operating temperature 
(75°F to 55°F) in approximately 4 hrs, and is capable of maintaining a 45°F operating temperature. Temperature 
control is adjustable in 1°F increments. The refrigeration system is based on a US made chiller system. 
 

• Power requirement: 115 volt single phase, 60Hz, 9.9 Amps for ½ HP model, other amp 
specifications available. 

 
• Chilling capacity ~4000 BTUH at 45°F. 
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LRO Style Lobster Tank Schematic Parts List: 
 

Item Description Item Description 
1 Foam Fractionator / Weir 8 Refrigeration Unit 
2 Main Filter Module 9 Foam Fractionator Waste Receptacle 
3 Pre Filter Top Plate 10 Ozonizer 
4 Pre Filter 11 Vent / Access Panel 
5 Retainer 12 Thermostat 
6 Sump 13 Electrical Distribution Box 
7 Water Pump 14 Drain System 

 

 
 
 
 



 
LOBSTER TANK SPECIFICATIONS 

 
 

Model Water 
Capacity 

Lobster  
Capacity 

Tank 
Length 

Tank 
Width 

Tank 
Height 

Tank 
Weight 

 gallons liters Lbs Kg In mm in mm in mm Lbs kg 

36 LRO 60  227 60 27 36 914 24 610 52 1321 400  181 

48 LRO 80 303 80 36 48 1219 24 610 52 1321 500  227 

60 LRO 100 379  100 45 60 1524 24 610 52 1321 600  272 

72 LRO 120 454  120 54 72 1829 24 610 52 1321 700  318 

84 LRO 140 530  140 64 84 2134 24 610 52 1321 800 363 

96 LRO 160 606 160 73 96 2438 24 610 52 1321 900 408 

 

 
Model Crated 

Length 
Crated 
Width 

Crated 
Height 

Crated 
Weight 

 in mm in mm in mm Lbs kg 

36 LRO 40 1016 28 711 56 1422 580 263 

48 LRO 52 1321 28 711 56 1422 680 308 

60 LRO 64 1626 28 711 56 1422 750  340  

72 LRO 76 1930 28 711 56 1422 850  386  

84 LRO 88 2235 28 711 56 1422 950  431 

96 LRO 100 2540  28 711  56 1422  1150  522 

 
 
 


